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Abstract 
The Energetic Macroscopic Representation (EMR) has been developed in 2000 to develop control of 
electric drives. Since 2002 this graphical tool has been introduced to teach drive control in France, 
then Canada, Switzerland and China. The University of Lille proposes two drive control units using 
EMR for students in electrical engineering: initiation level and expert level. A first paper has described 
the initiation level with the simulation of an electric vehicle. This second paper deals with the content 
of the expert level unit and describes the simulation project of a wind energy conversion system using 
a MPPT (Maximal Power Point Tracking) strategy.  
Introduction 
Nowadays, drive control is of main interest in electrical engineers teaching [1]-[3]. But it requires 
skills in various scientific fields such as power electronics, electrical machines, automatic control, 
mechanics and control electronics.  
Causal Ordering Graph (COG) has been introduced ten years ago [4][5] to describe power electronics 
and electrical machines for developing their control. This graphical description exclusively uses 
integral causality [6][7] on the contrary as the well-known Bond-Graph [8]. The inversion of this 
graph yields the control structure of the system with measurements and controllers. Energetic 
Macroscopic Representation (EMR) has been introduced in 2000 for research development in complex 
electromechanical drives as multi-drives systems [9]. EMR is based on action reaction principle, 
which organizes the system according to the integral causality. An inversion of this description leads 
to macro-control blocs. These both descriptions have been successfully used for control of various 
applications [10]-[12]. 
COG has been used in teaching since 1996 at University of Lille and engineering schools of Lille 
(Arts et Métiers ParisTech (ex ENSAM),, Ecole Centrale and Polytech'Lille). EMR has been 
introduced in 2002 in the common Master degree of these university establishments. Both graphical 
tools are used in some other French universities and also at University of Québec Trois Rivières 
(Canada) since 2004, Ecole Polytechnique Fédérale de Lausanne (Switzerland) since 2005 and 
University of Tsinghua (China) since 2008. Indeed these graphical descriptions enable a unified way 
for causal description of the components of electromechanical systems. Moreover simple inversion 
rules lead to easily deduce the control structure of the studied system. It is then a very useful 
intermediary step for students to develop control of electrical drives. 
The Master degree of University of Lille proposes two teaching units for drive control based on 
Energetic Macroscopic Representation. The first unit is devoted to an initiation level for developing 
basic knowledge on drive control and to connect this to other scientific fields. The second unit consists 
of an expert level to control more complex drives by using more advanced control methodologies. A 
first paper has been presented on the initiation level with the simulation of an electric vehicle [14]. In 
this paper, the expert level is presented. The simulation project is now focused on a Wind Energy 
Conversion System (WECS) using a Maximum Power Point Tracking (MMPT). 
 
EMR fundamentals 
Interaction principle 
The system is decomposed in basic subsystems in interactions (Table 1): energy sources (green ovals), 
accumulation elements (orange rectangles), conversion element without energy accumulation (various 
orange pictograms) and coupling elements for energy distribution (orange overlapped pictograms). 
Purple pictograms are devoted to estimation bocks. All the elements are connected according to the 
action and reaction principle using exchange variable (arrows). The product of action and reaction 
variables between two elements leads to the instantaneous power exchanged. 
 
Table 1: Elements of EMR and of control 
 
Source of energy Element with  
energy accumulation 
 
Electrical converter 
(without energy accumulation)  
Control block 
without controller 
 
Mechanical converter (without 
energy accumulation) 
 
Control block 
with controller 
 
Electromechanical converter 
(without energy accumulation)  
Strategy block 
 
Coupling devices (for energy 
distribution)  
Estimation block 
 
Causality principle 
As in COG [5], only the integral causality is considered in EMR. This property leads to define 
accumulation elements by a time-dependant relationship between its variables: its output is an integral 
function of its inputs. Other elements are described using relationships without time dependence. In 
order to respect the integral causality specific association rules are defined, but there are taught only in 
the expert level unit. 
 
Inversion principle 
The inversion based control theory has been initiated by COG [5]. The control structure of a system is 
considered as an inversion of the system modelling: the control has to define the inputs to apply to the 
system from the desired output (Fig. 1). In this method, relationships without time-dependence are 
directly inverted (with neither control nor measurement). Because the derivative causality is forbidden, 
a direct inversion of time-dependence relationships is not possible. An indirect inversion is thus made 
using a controller and measurements. These inversion rules have been extended to EMR (blue 
pictograms, see Table 1): conversion elements are directly inverted and accumulation elements are 
inverted using controller. It is another way to located controllers and measurements. 
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Fig. 1: Inversion-based control principle 
 
EMR and initiation to drive control  
A specific unit "Control of electrical drives using EMR" has been introduced in the Master degree of 
University of Lille. This unit concerns an initiation to drive control using such a graphical tool. The 
students can improve their skills by choosing a complementary unit "Advanced control of electric 
systems using EMR". This unit deals with more complex systems (wind energy conversion systems, 
multi-motor traction systems, hybrid electric vehicles, power systems…) for an expert level. Each unit 
is associated with 5 ECTS (European Credit Transfer System). Only the expert level is considered in 
this paper. 
The unit is composed of 12 h of lecture on EMR, 20 h of seminars on industrial applications, and 24 h 
for a simulation project. Each group of student has to simulate different systems. Only a wind energy 
conversion system is considered in this paper. 
The lecture is composed of the following sections: 
• Notions of systemic (different description of systems, systemic, internal description and 
causality, external description and interaction) 
• Causal Ordering Graph (basic elements, modeling graphs, inversion-based control 
methodology, control graphs) 
• Energetic Macroscopic Representation (basic elements, elementary conversion between two 
energy sources, association rules, electromechanical conversion systems) 
• Inversion-based control deduced from EMR (inversion of EMR elements, maximum control 
structure, practical control structures, strategy level) 
• Extension to multimachine systems (concept of multimachine systems, coupling elements, 
inversion of coupling elements) 
 
Seminar on industrial applications illustrate the different concepts: 
• EMR and inversion-based control of an automatic subway (performed by an engineer of 
Siemens Transportation Systems) 
• EMR and inversion-based control of a Wind Energy Conversion System (WECS) 
• EMR and inversion-based control of a Flexible AC Transmission Systems (FACTS)  
• EMR and inversion-based control of a Hybrid Electric Vehicle (HEV) 
• EMR and inversion-based control of a ship propulsion system 
 
The studied systems are real industrial applications with different subsystems interconnected. Indeed, 
this expert level is focused on the associations of sub-systems and the use of ac drives with their 
control. At the end of the unit the students must be able to model and decompose the system in a 
physical causal way, and to deduce the control structure of the system by locating controller and 
measurements or estimations to do. 
 
EMR for the simulation of a wind energy conversion system (WECS)  
Studied WECS 
The studied system is composed of a rotor blade, a gearbox, a squirrel cage induction machine and a 3-
leg voltage source inverter and an equivalent DC bus (Fig. 2) [12]. In this project, the dc bus is 
assumed to be constant. In another project, the connection to the grid is studied. 
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Fig. 2: Studied Wind Energy Conversion System 
 
Modeling of the WECS 
During the WECS seminar, the students learn about the WECS modelling. The following relationships 
are provided. An EMR is derived from the mathematical models (upper part of Fig. 4). 
 
Blades — The wind imposes the wind velocity vwind on the blades. The torque Tblade produced by the 
blades depends on the wind velocity: 
2
2
1
windTblade v R S ),(CT ρβλ=  
( 1 ) 
 
where S is the area swept by the blades, ρ the air density, β the orientation blade and R the blade 
radius. The torque coefficient CT [12] is a non-linear function of the tip-slip ratio λ which depends on 
the wind velocity and the rotation speed Ωshaft: 
wind
shaft
v
RΩ
λ =  
( 2 ) 
 
The torque coefficient also depends on the blade orientation β (Fig. 3). 
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Fig. 3: Torque coefficient versus tip-slip ratio of the WECS 
 
Mechanical power train — Using an equivalent shaft [12] we can deduce the rotation speed Ωshaft 
from the blade and gearbox torques, Tblade and Tgear: 
shaftbladegearshaft fTTdt
dJ ΩΩ −+−=  ( 3 ) 
 
where J and f are the inertia and the friction coefficient of the equivalent shaft respectively. The 
gearbox yields the rotation speed Ωgear and torque Tgear as a function of the gearbox ratio kgear and the 
induction machine torque Tim: 
⎪⎩
⎪⎨
⎧
=
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( 4 ) 
 
Induction machine — Classical (d,q) dynamic modelling is used to describe the induction machine 
[15]. First, the transformation [T(θd/s)] expresses stator voltages urect and currents iim in the (d,q) frame: 
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where θd/s is the rotor flux position with respect to the stator stationary frame, since we have chosen 
to orient the d axis on the rotor flux for a classical field oriented control. 
In this (d,q) frame, the equivalent stator windings impose the stator currents isdq=[isd,isq]t as state 
variables in terms of the stator voltages usdq=[usd,usq]t and the e.mf. esdq=[esd,esq]t: 
sdqssdqsdqsdqs iReuidt
dL −−=  ( 6 ) 
 
where Rs and Ls are the resistance and cyclic inductance of the stator winding respectively. The 
electromechanical conversion yields the machine torque Tim and the e.m.f from the current and the 
rotation speed Ωshaft: 
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The rotor flux φrd is given in terms of the d axis current isd: 
rdsd3rd2 ikdt
dk φφ +=  ( 8 ) 
 
The transformation phase θd/s is deduced as follows: 
 pik
dt
d
shaftsq
rd
4
s/d Ωφθ +=  
( 9 ) 
 
where p is the pole pair number. In the previous equations, the coefficients ki are combinations of 
machine parameters. 
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Fig. 4: EMR and inversion-based control of the studied WECS 
 
Voltage-source-converter — The VSC induces a modulated voltage vector urect=[urect13, urect23]t, 
from the dc voltage ucap and the switching order vector svsc=[src11, src21, src31]t. Note that only two stator 
voltages are used because the third one is a linear combination of the two others. The converter 
supplies the machine, which reacts via a circulating current vector iim=[iim1,iim2]t. These currents are 
also modulated to produce the current irect. A modulation vector mvsc=[m1, m2]t can be introduced to 
define the modulation ratio between all variables [16]: 
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Inversion-based control of the WECS 
Due to the exclusive integral causality, a maximum control structure is deduced from the EMR using 
inversion-based rules. First, all variables are considered measurable, which yields a control with the 
greatest number of measurements and controllers. In the second step, simplifications and estimations 
of non-measured variables are made. Finally, a strategy element is added to define physical references 
from the power objective [12]. 
 
First a tuning chain (Fig. 5) is defined, which begins at the tuning variable that acts on the system (the 
switching vector svsc) and which ends at the variables that have to be controlled (the machine torque 
Tim and flux φrd). We assume that the blade orientation is an external operation. 
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Fig. 5: Tuning chain of the WECS 
 
A control scheme is obtained from EMR using inversion rules (lower part of Fig. 4). At this stage all 
variables are assumed measurable. Then the tuning chain is inverted step by step. Two kinds of 
inversion are considered. 
For conversion element (without energy accumulation), direct inversions are used (simple 
parallelograms): neither controller nor measurement are required. 
For inversion of accumulation elements, a controller is required (crossed parallelograms) and some 
measurements are also needed. 
 
For example, the inversion of (6) requires a flux controller to provide the current isd_ref from the 
reference flux φrd-ref and the measured (or estimated) flux φrd-mesq: 
[ ]mes_rdref_rdref_sd Ci φφ −=  ( 11 ) 
where C[Xref-Xmes] is a controller, which could be PI or other controllers. 
 
In another example, the inversion of (7) leads to the reference current isq_ref from the reference torque 
Tim-ref and φrd-ref: 
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Simulation of the WECS 
The simulation project is composed of 5 sessions of 4h each in a simulation room. A supervisor is 
available only 1 h per session. An oral presentation including a simulation demonstration has to be 
done at the end of the unit.  
Only the WECS application is presented in this paper. Matlab-SimulinkTM is chosen as simulation 
software. The students have three programs at their disposal: an initialisation program containing the 
WECS parameters (blade, gearbox, IM parameters…), and a Simulink library containing the EMR 
basic elements. 
The objective of the project is to study the WECS using a Maximum Power Point Tracking (MPPT) 
strategy to extract power from the wind. The students have to build the simulation model of the WECS 
including the induction machine and the 3-leg voltage source inverter. They have also to determine the 
whole control structure of the WECS, to tune all controllers and to implement the control part in the 
simulation software. A field-oriented control can be used for the induction machine. The power 
electronics is simulated using average values. The MMPT strategy is provided. 
 
In order to organise their simulation, the students are invited to describe EMR of the system and the 
deduced control. Most of the students (80 %) develop the whole Simulink program (Fig. 6). It may be 
noted that the EMR scheme of Fig. 4 looks like the Simulink scheme. This is helpful for the students 
for accurately organising their simulation. Different wind profiles are then used (Fig. 7) and power 
extraction can be studied for different winds and different blade orientation (Fig. 8). For more 
advanced student (10 %), the simulation can be improved by comparisons of different controllers, 
simulation of the converter using instantaneous values with PWM, or simulation of flux weakening. 
Moreover, best students can validate their control scheme in real-time using the Hardware-In-the-Loop 
simulation platform of the Laboratory [17]. 
 
 
 
Fig. 6: Matlab-SimulikTM model of the studied WECS and its control 
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Fig. 7: Example of wind profile for a 10 m/s average value 
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Fig. 8: Extracted power for different blade orientations 
 
Conclusion 
The use of EMR is an efficient methodology to develop student skills on drive control. A unified and 
physical modelling is developed, and inversion rules are used to find the control scheme. By using this 
intermediary step, they can easily connect other scientific fields such as power electronics, electrical 
machines, mechanics and automatic control. In the expert level, complex systems are studied to 
develop scientific skills on drive control. Evaluations of the unit have shown a very good acquisition 
of fundamentals on drive control. Because of the attractive graphical description, some students 
choose a final training period in drive control using EMR, both in industry or in academic laboratory. 
such as in [11], [13]. 
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